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INSTRUCTION MANUAL 


Thank you for purchasing the DVD K1 pack from Acoustic Solutions. 


PopIdot 





This product will allow a standard DVD or Playstation 2 to be used as a 
karaoke machine when used in conjunction with DVD karaoke discs such 
as the Pop Idol DVD karaoke range (please see important note on page 2 of 
this manual). This is done by interrupting the audio signal from the DVD or 
PS2 before it enters the TV or amplifier, allowing mic inputs to be combined 
with the music. 


The DVD K1 can be used with any line level audio device, and works at its 
best when used with a stereo Hi-fi system which is capable of reproducing 
full range sound. The DVD K1 allows two mics to be used with independent 
level controls and echo facility. It also has a dedicated limiter circuit which 
will protect the system from over driving under extreme microphone usage. 
However it is not recommended that heavy microphone volumes are used 
continuously as this may result in potential damage to other associated 
equipment. 


FITTING THE MAIN AC ADAPTOR 


The DVD K71 is supplied with an AC 12V mains adaptor. This will provide 

the best power source for this product, and will provide adequate current for 
optimum performance of this unit. Please only use the proprietry AC adaptor 
which is supplied in this kit, using an alternative PSU such as a DC version 
will not allow the DVD K1 to operate correctly. 





If it is necessary to obtain an alternative mains adaptor, this can be done by 
ringing our customer helpline on 01327 340601 between 9am and 4.30pm 
Monday to Friday. 


Taking the AC adaptor from the packaging, carefully unwinfd the the wire 

to extend the cable to its maximum length. Take the 2.4mm round power 
jack and insert it into the AC power input on the rear of the DVD K1. Then 
ensuring that any power isolation switches are off before you start, take the 
end of the wire fitted with the mains AC plug for your country, insert this into 
the wall socket, Activate the power isolation switch to energise the power 
supply, and then slide the power switch on the front of the DVD K1 to the 
right to power the DVD K1. The red LED light will illuminate to show the 
power is on. 


MAKING THE CONNECTIONS 


This pack is supplied with one microphone and should be connected to one 
of the mic input sockets located on the front panel of the unit. There is an 
additional microphone input fitted to the DVD K1 which can be used with 
most ancillary microphones, however we would recommend using a mic 
with a nominal impedance of 600 ohms. 


It is necessary to connect the DVD K1 between the output of your DVD/PS2 
player or other line level source, and the input of your TV or amplifier. The 
DVD K1 is supplied with 2 x 1.5 metre audio and video leads which should 
be used for this purpose. We have also included 2 x scart adaptors for your 
convenience. 


CONNECTING A 2 CHANNEL DVD PLAYER CONNECTING A 5.1 CHANNEL CONNECTING A PS2 
OR OTHER LINE SOURCE DVD PLAYER 


On the rear of your DVD player will be audio 
out left and right (white and red sockets), 

and a video out socket (yellow). Using the 

lead supplied, connect these sockets to the 
corresponding ‘input’ sockets on the rear of the 
DVD K1. You may use the scart ‘out’ adaptor to 
provide a conversion to these sockets from your 
TV if necessary. 


Use the additional audio video lead to connect 
from the output sockets on the DVD K‘1 to the 
input on your TV or amplifier. Again you may 
wish to use the scart ‘in’ adaptor provided to 
connect to your TV. 


This simply means that you are interrupting the 
audio signal and inserting the DVD K1 to allow 
mics to be added. 


The process for connecting to other line 
sources is as detailed above, however the video 
connection will generally be omitted. 








DVD K1 





AUDIO/VIDEO OUT 
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On the rear of your DVD player will be audio 
output sockets for front left and right speakers, 
rear left and right, centre, sub woofer (all white 
and red sockets) and a video out socket (yellow). 
Disconnect the front left and right sockets, and 
also the video socket. Using the lead supplied, 
connect this to the front left and right output 
sockets and also the video output socket on your 
DVD. Then connect this lead to the corresponding 
‘input’ sockets on the rear of the DVD K1. Leave 
all other connections for rear speakers, centre 
and subwoofer as normal between your DVD and 
TV/amp. 


Use the additional audio video lead to connect 
from the output sockets on the DVD K‘1 to the 
input on your TV or amplifier for the front left and 
right speakers, and video connection. 


This simply means that you are interrupting the 
audio signal and inserting the DVD K1 to allow 
mics to be added to the front speakers only. 





AUDIO/VIDEO IN 
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Use scart 
marked ‘in’ 


TV REAR 


DVD PLAYER 


The PS2 is supplied with a special adaptor lead 
which connects to the rear of the PS2, and 
allows connection to audio/video input sockets 
ona TV or amp. 


Use this lead instead to connect the PS2 to the 
corresponding input sockets on the DVD K‘1. 


Use one of the audio/video leads supplied with 
the DVD K1, connect from the output sockets 
on the rear of the DVD K1, to the correct input 
sockets on your TV or amp. You may wish to 
use the scart ‘in’ adaptor to connect to your TV. 


This simply means that you are interrupting the 
audio signal from the PS2 and inserting the 
DVD K‘1 to allow mics to be added. 
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USING THE DVD K1 


Now that you have all connections made to the DVD K1, you are ready to 
use it. 


The power switch should be pushed to the right which will switch on the 
unit. The red power LED should illuminate when the power is applied. 


When not in use the DVD K1 should be turned off to conserve battery 

life. The DVD K1 is designed so that when the power switch is off, the 
audio signal bypasses any internal audio circuitry thus causing minimum 
interruption to the audio signal of your DVD/ PS2. This means that the DVD 
K1 can be left permanently connected to your DVD/ PS2 player with no 
detrimental effect. 


You may notice the audio level of your DVD/ PS2 drop slightly when the 
power is applied to the DVD K‘1, this is normal as the volume has been 
reduced slightly to allow your singing to be applied on top of this signal. 


The DVD K1 has been fitted with twin mic inputs to allow duets, each has 
its own level control which can be adjusted depending on the strength of the 
vocal range. 


The volume of these microphones is adjusted by using the Mic 1 and Mic 

2 rotary volume controls on the front of the unit. The scale of adjustment 
for each mic is 0 to 10, and care should be taken to adjust these to the 
correct working level, being careful to avoid unnecessary feedback from the 
loudspeakers. Should feedback occur, either ask the singer to move away 
from the loudspeakers, or reduce the volume of the offending mic until the 
feedback is eliminated. 


It is good practice not to use the mic too close to your mouth to avoid bass 
colouration, conversely the mic should not be too far from your mouth 
otherwise a poor weak sound will result. For this purpose it is recommended 
that the mic be held between 50-100mm (2-4”) away from your mouth to 
give the optimum performance. 


IMPORTANT INFORMATION 
Standard CD+G format karaoke discs will NOT display on screen lyrics when used on a DVD player. DVD 
karaoke discs carry the recognised DVD logo DWDM and are specifically designed to play on a standard 
DVD player. 


VIDEO- 


The DVD K71 is fitted with an internal limiter which will compress the mic 
signal if it becomes near to overloading point, however it is good practice 
not to shout or expose the mic to sharp loud bursts of vocal as this may 
damage other equipment such as your TV or amplifier. 


The amount of echo applied to both mics can be adjusted, this is done by 
rotating clockwise the echo rotary control. The adjustment on this echo 
feature is 0-10, and should be adjusted to your required listening tastes. 


Once you have the mic controls set to your preference, you are now able to 
commence your DVD karaoke experience. Using the Pop Idol Karaoke DVD 
Vol 1 supplied in this pack, insert this into your DVD/ PS2 as normal. Press 

play on the DVD player to run the opening Pop Idol sequence. 


Following the intro you will be given the option to choose from tracks 
1-10 on the DVD. Use the cursor keys on your remote control to navigate 
through these selections. Press OK to play your selected track. 


You are also given the option to play the karaoke instrumental version, or 
the full vocal version which has been recorded by top sound-alike artists. 
Use the navigation keys to select which option you prefer. You can also set 
the DVD to play continuously, playing all tracks in sequence rather than 
returning to the main menu after each track. 


Pop Idol Karaoke DVD volumes 2 & 3 are available from your local retailer, 
or can be purchased on line at: www.thekaraokeklub.com/popidol 


You are now able to enjoy the benefits of DVD karaoke. Look out for future 
DVD karaoke discs which will be launched, as DVD karaoke becomes the 
future of home entertainment!. 


If your local retailer does not stock additional volumes of the Pop Idol DVD karaoke discs or others, then 
please contact the following sales line for assistance; The Music Factory, Tel 01709 710022 or website: 


www.thekaraokeklub.com/popidol 


FREMANTLENEDIARED: (\9) THAMES 


‘Pop Idol’ is a Trademark of 19 Television Ltd & 

FremantleMedia Operations BV. 

Based on the television programme ‘Pop Idol’ co-produced by 
Thames Television and 19 Television Productions and licensed by 
Fremantle Brand Licensing. 

www.popidoltv.com 
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We trust you are completely satisfied with this product from Acoustic 
Solutions Limited. However, please feel free to contact us if you experience 
any difficulties, or if you would like to express your views regarding our 
products 

Please write to: 


Acoustic Solutions Limited. 

Grand Union Buildings, 54 High Street, Weedon Bec, Northampton. 
NN7 4QD. United Kingdom. 

Telephone +44 (0)1327 340601. Fax: +44 (0)1327 342298. 

email: enquiries@acousticsolutions.co.uk 
www.acousticsolutions.co.uk 


Through the process of continuous improvement, Acoustic Solutions Limited 
reserves the right to change or alter specifications without prior notice.E&OE 





